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DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED 


This standard supplements the Corporate Trademark Manual and provides information for the guidance of engineers and styling 
authorities in using the RCA Monogram on or in association with RCA products. 


It has long been recognized that the trademarks of an organization are among its most valuable assets. To maintain their value, 
a well-founded trademark policy, structure, and procedure are essential. The RCA Monogram has been established by many 
years of use, and by registration in the United States and abroad. All rights in a trademark may be irrevocably lost if it is im- 
properly used. It is important invariably to use a trademark, in all its applications, in the approved standard form. 


IT IS EXPRESSLY PROHIBITED TO ADD TO OR SUPERIMPOSE UPON 
THE MONOGRAM ANY LETTER, WORD OR DEVICE OF ANY KIND, 


MONOGRAM ELEMENTS 


The Monogram is composed of a single, true circle within 
which are the characteristic letters RCA with the left leg 

of the letter 'A' extending downward and then to the left in 

a form symbolic of a lightning flash. The area within the 
circle and surrounding the letters is known as the Monogram 
field, 


DEFINING CIRCLE 


When the Monogram is used against a surrounding area of 
identical or similar color or shade, a full or partial outer 
circle is required to sharply outline the Monogram circle. 
This outer circle is known as a defining circle and is not a 
part of the Monogram. See 2D, 3D, 2L, 3L, and 4Lon 
pages 2 and 3, 


ADAPTATIONS 


The illustrations on pages 2 and 3 are approved adaptations 
of the Monogram in a variety of surrounding-area conditions, 
They provide wide styling latitude. The Monogram should be 
positioned distinctively by itself; that is, additional circles, 
letters or other configurations, should not be circumscribed 
about it. Other elements in a design in which the Monogram 
is used should be spaced from the Monogram a distance suf- 
ficient to provide good proportion, avoid cluttering and deny 
any impression that the element is a part of the Monogram, 
The Monogram must be positioned normal to the design of 
which it is a part; that is, the tops and bottoms of the letters 
RCA are positioned horizontally and not rotated at an angle. 


Control of Form: In the preparation of new copy authentic 
secondary Monogram masters should always be used. This 
practice avoids the degradation which takes place when copies 
of questionable precision are used. Accurate secondary 
masters for reproduction purposes are provided on subsequent 
pages of this section; additional copies are available on re- 
quest to Corporate Standardizing, Camden 08101. All Mono- 
gram applications must be accurate reproductions in accord- 
ance with the best commercial practices. 


A variety of standard Monograms is available for general 
purpose use on RCA products. Detailed information is pro- 
vided elsewhere in this section. 


Size: The Monogram may be any size dictated by styling 
excellence or application. Pages 6 and 7 of this Notice show 
sizes most frequently used. 


Color: Styling excellence should govern the selection of the 
two colors required for each Monogram; one color for the 
letters and circle and a contrasting color for the Monogram 
field. When styling requirements so dictate, the Monogram 
field may be finely patterned or textured provided it is a sub- 
dued design which does not compete for prominence, 


Standard RCA red is recommended for one of the two colors 
in all Monogram applications when styling requirements do 
not dictate otherwise. Five functional variations of the 
standard RCA red are as follows: 


RCA 
Functional Variations Identification 

Number 
1, Letterpress-Printed: on white paper 999650-1 
2. Offset-Printed: on white paper 999650-2 
3, Rubber-die-Printed: on packaging kraft 999650-3 
4. Screen-printed: on clear plastic 999650-4 
5. Spray application on metal 1980411 


The observational color standards for numbers 1, 2 & 3 are 
contained in this (31) section; see subsequent pages, 


The observational color standard for number 4 is not included 
in this section; see a subsequent page for detailed information. 


The observational color standard for number 5 is not included 
in this section but is available from Corporate Standardizing. 
It is a 3 x 5 inch metal panel upon which an enamel has been 
spray-applied. It typifies the appearance of spray or brush 
coated enamels, lacquers, and other organic finishing mate- 
rials on opaque surfaces, such as, metal, wood, and plastics, 


When the Monogram is used on engineering documents, such 
as drawings, specifications and standards, it should be 
printed in the same color as the remainder of the document, 
normally black on white, This is to avoid the expense and 
inconvenience of multi-color printing. 


MONOGRAM AUTHORITY 


The final authority on all legal questions pertaining to Mono- 
gram utilization is the office of the Corporate Trademark 
Attorney, 30 Rockefeller Plaza, New York, New York 10020. 
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INDICATES CHANGE, ADDITION OR DELETION 
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UT 


BLACK OR DARK COLORED MONOGRAMS WITH WHITE OR LIGHT COLORED MONOGRAM FIELDS 


MONOGRAM IN ITS SIMPLEST FORM; DARK COLORED CIRCLE AND LETTERS 
WITH LIGHT FIELD ON LIGHT SURROUNDING AREA, THE SURROUNDING 
AREA NEED NOT BE THE SAME COLOR AS THE MONOGRAM FIELD. 


DARK COLORED MONOGRAM WITH LIGHT FIELD ON DARK SURROUNDING 
AREA. A LIGHT COLORED OUTER CIRCLE (THE SAME COLOR AS THE 
MONOGRAM FIELD), 65 TO 70 PER CENT OF THE WIDTH OF THE MONOGRAM 
CIRCLE, SERVES TO PROVIDE SHARP DEFINITION BETWEEN THE MONOGRAM 
AND THE SURROUNDING AREA; IT IS NOT A PART OF THE MONOGRAM, 


DARK COLORED MONOGRAM WITH LIGHT FIELD ON PARTIALLY DARK 
SURROUNDING AREA, THE OUTER DEFINING CIRCLE (THE SAME COLOR 
AS THE LIGHTER SURROUNDING AREA) IS A PARTIAL CIRCLE AND USED 
ADJACENT TO DARK AREAS ONLY, 


SAME AS NO, 3D ABOVE BUT DARK AREA IS NOT DARK ENOUGH TO REQUIRE 
DEFINING CIRCLE, 
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‘nuuquuccaugccuaecccuiieesnienccccriienciccaieccnnceseceeencntstceretc unute.ccvacctentaseatreitccet cts 


WHITE OR LIGHT COLORED MONOGRAMS WITH BLACK OR DARK COLORED MONOGRAM FIELDS 


LIGHT COLORED CIRCLE AND LETTERS WITH DARK FIELD ON DARK 
SURROUNDING AREA, THE SURROUNDING AREA NEED NOT BE THE 
SAME COLOR AS THE MONOGRAM FIELD. 


LIGHT COLORED MONOGRAM WITH DARK FIELD ON LIGHT SURROUNDING 
AREA, A DARK COLORED OUTER CIRCLE (THE SAME COLOR AS THE 
MONOGRAM FIELD), 65 TO 70 PER CENT OF THE WIDTH OF THE MONOGRAM 
CIRCLE, SERVES TO PROVIDE SHARP DEFINITION BETWEEN THE MONOGRAM 
AND THE SURROUNDING AREA; IT IS NOT A PART OF THE MONOGRAM, 


LIGHT COLORED MONOGRAM WITH DARK FIELD ON PARTIALLY LIGHT 
SURROUNDING AREA, THE OUTER DEFINING CIRCLE (THE SAME COLOR 
AS THE DARKER SURROUNDING AREA) IS A PARTIAL CIRCLE AND USED 
ADJACENT TO LIGHT AREAS ONLY. 


SAME AS NO, 3L ABOVE BUT THE LIGHTER AREA IS COLORED OR NOT 
AS LIGHT AS IN 3L, UNLESS THE LIGHTER AREA IS QUITE DARK THE 
PARTIAL DEFINING CIRCLE MAY BE NEEDED. 
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TMM 


RCA MONOGRAM - SECONDARY MASTER - POSITIVE 
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‘usvunneacneencccncnatunetccvnstngetctttnctntccctctt ntsc 


RCA MONOGRAM - SECONDARY MASTER - NEGATIVE 


(WITH DEFINING CIRCLE) 


RADIO CORPORATION OF AMERICA mi bias oi PAGE 6 
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THE MONOGRAMS BELOW MAY BE USED AS POSITIVE SECONDARY MASTERS IN THE 
PREPARATION OF ALL TYPES OF LAYOUTS OR ILLUSTRATIONS. 


A 
2.500 3.250 
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TM 


THE MONOGRAMS BELOW MAY BE USED AS NEGATIVE SECONDARY MASTERS IN THE 
PREPARATION OF ALL TYPES OF LAYOUTS OR ILLUSTRATIONS. @ 


A 
2.500 
+ FOR STANDARD MONOGRAMS, SEE SECTION 31-2-1. A 
@ DIMENSIONS EXCLUDE THE DEFINING CIRCLE WHICH 
IS NOT PART OF THE MONOGRAM. 3.250* 
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DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED 


mais 


NOTE 


THE RAINBOW PATTERN COLOR FIELD IS SCREENED 
TO PROVIDE A SOFTER BLEND OF COLOR, 


PART 
NUMBER 


THE "PART" OR "DIE" NUMBER, IN EACH CASE, CONSISTS OF THE NUMBER OF THIS 


NOTICE (510002) PLUS A SUFFIX FROM THE PART NO. COLUMN. EXAMPLE: 


BP INDICATES CHANGE, ADDITION OR DELETION SUPERSEDES 


510002-1. 


FEBRUARY 1, 1966 
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DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED 


A 


3 THE MOST TRUSTED NAME 
| IN ELECTRONICS 


THE "PART" OR "DIE'' NUMBER, IN EACH CASE, CONSISTS OF THE NUMBER OF THIS 
NOTICE (510004) PLUS A SUFFIX FROM THE PART NO, COLUMN, EXAMPLE: 510004-11. 


B INDICATES CHANGE, ADDITION OR DELETION SUPERSEDES NOVEMBER 1, 1965 


OR SALE OF APPARATUS OR DEVICES WITHOUT PERMISSION. 


RADIO CORPORATION OF AMERICA AND SHALL NOT BE REPRO- 


THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF 
DUCED, OR COPIED, OR USED AS THE BASIS FOR THE MANUFACTURE 
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HIS MASTER'S VOICE 


. PART NUMBER 
FIG, 3| FIG, 4] FIG. 5) FIG 


1,000 
1,250 


1.500 
. 750 
000 


. 250 
-500 
000 
- 500 
000 
. 500 
- 000 
.000 
. 000 
.000 
9,000 
10.000 


12,000 
14.000 


THE "PART" OR "DIE'' NUMBER IN EACH CASE, CONSISTS OF THE NUMBER OF THIS 
NOTICE (510005) PLUS A SUFFIX FROM THE PART NO, COLUMN, EXAMPLE: 510005-2, 
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B INDICATES CHANGE, ADDITION OR DELETION SUPERSEDES JANUARY 3, 1967 
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FIG. 7 


PART NUMBER 


2.500 


THE "PART" OR "DIE'' NUMBER IN EACH CASE, CONSISTS OF THE NUMBER OF THIS 
NOTICE (510005) PLUS A SUFFIX FROM THE PART NO, COLUMN, EXAMPLE: 510005-127. 


RADIO CORPORATION OF AMERICA 510005 PAGE 3 
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FIG. 31 FIG. 32 


PART NUMBER 


FIG. 31/FIG. 32 


THE "PART" OR "DIE" NUMBER IN EACH CASE, CONSISTS OF THE NUMBER OF THIS 
NOTICE (510005) PLUS A SUFFIX FROM THE PART NO. COLUMN. EXAMPLE: 510005-601. 


